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Using the Interact Device Driver Help Files

· Information about PLC addressing, cable pinouts and driver error listings are available to Interact users in the C:\[machshop]\interact\drivers\[driver_name]\w[driver_name].hlp file. Consider the Modicon Modbus driver MBUS. Its Windows help file wmbus.hlp, is located in the C:\machshop\interact\drivers\mbus directory. The driver help files can be accessed in Windows development using the procedure outlined below:
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In Interact, (1) double-click on your device driver, in this case MBUS, to launch its configuration window. (2) Select the Help button to launch the topic-specific Interact help. In this case the help window describes the settings under the COM port tab of the driver. (3) To access more general help information about the MBUS driver, select the Contents button.

· The device driver help will now display the general contents window. The Interface Compatibility section contains information on cable diagrams. Driver Configuration is the section first accessed when you select Help in the driver configuration window. Use the Addressing Format window to determine proper Interact syntax for the driver, and the Error Handling option for troubleshooting errors in the Application Manager Runtime Error Log.
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This Help provides information on Interact Device Drivers. Device Drivers provide
the software interface which allows Interact to connect to a programmable
controller to rapidly exchange the data needed by the application

This Help contains instructions on how to configure Interact Device Drivers for
maximur performance, how to connect thern to your control equiprent, and
how to access the data they provide

The following Help Topics are available for the Modicon Modbus Driver
@ lntroduction

@ Interface Compatibilty

@ Diiver Configuration

@ Addressing Format

@ Run Mode

@ Diiver Cornrmurications

@ Error Handling
@ Contact Information

To leam more about using online help, press F1
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